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DOUBLE-CUT SPECIAL CONSTRUCTION

1:1 1 of 1
1

NOTES:
1. Scale length is 24.562 (24

9
16).

2. Body is flat-sawn mahogany (blank 1
3

4 x 14 x 17).
3. Neck is quarter-sawn mahogany (blank 2

1
2 (fret surface) x 2

3
4 (parallel to grain) x 28).

4. Top view shows headstock and fretboard in fabricated planes to reflect their true size.
5. Centerline shown for use with Ø

5
8 counterbore for truss rod cavity.

6. Fretboard is quarter-sawn rosewood (blank 2
1

2 x 18
1

2 x
1

4)

7. Girth - to edges of playing surface. Waist - girth and playing surface perimeter.

Ø 3
32 (2 plcs)

A A

SECTION "A-A"

SCREW SIZES, NICKEL, PHILLIPS

Use Type Size Overall
Length Qty

Strap
Button Oval 6 1.02 2

Pickup Round 3 1.310
1.485

2
2

Pickguard/
Control/
Jack Plate

Oval 3 0.400 14

Truss Rod
Cover Round 2 0.312 2

Tuner Round 3 0.425 8

B

B

C

C

D

D

3
16

Ø 3
16

9
16

1
16

3
8

TRUSS ROD WASHER

19 (stock)

3
16 Steel Rod
10-32 Thread

Both Ends

3
8 Steel Rod

5
8

TRUSS ROD DETAILS

8K
P-90 22nF

Ceramic Disc

Tone
500K

Volume
500KA

To Bridge Post
(or Tailpiece Post)

8K
P-90 22nF

Ceramic Disc

Tone
500K

Volume
500KA

1/4" Jack
Rhythm

Both

Treble

111
16

1
4

Tortoise Side Dot
Ø 3

32 (10 plcs)5
16

Headstock ear
(2 plcs)

1.50 1.75

1.375

1 7
16

1/4" MOP Dot (10 plcs)

Cream Neck Binding
0.040 x 0.250 x 18

(2 plcs + end)

12.281

18

17
32 7

16

1
2

21
4 3 1

16

317
32

3°0'

5
8

14 3
32

161
4

24.5625 in

21
32

23
8

13
4

31
4

3
32

5
32 (Bass Bushing Center)

35°

Ø1
2

11
8

3
8

13
16

1
2

13 1
16

R6

613
16

21
4

6 3
16

11
2

(Tenon)

Girth: 2.625
Waist: 4.328

SECTION "B-B"
(1st fret)

21
4

Maple
Filler
Strip

5
16 1 7

16

22° (Note 5)

3 1
32

91
2

PICKUP ROUTE DETAILS

1
3 5
16

3 7
16

Ø5
8

1
2 1 7

163
4

SECTION "D-D"
(22nd fret)

1 7
16

5
16

21
4

CONTROL CAVITY AND COVER

Ø 3
32 (4 plcs)

Ø1
2Ø3

8 (4 plcs)

Route to 0.200

Route for 0.090 cover

5
8

3
4

1
16 Holly

9
16

3°0'

1 9
16

6 9
16

613
16

17°

R12

GND Hole
(w/Tailpiece only)

Ø23
64 (6 plcs)

for Kluson
TPKR3-N

Ø7/8

23
8

3
4

R 3
16 (2 plcs)

Girth: 3.050
Waist: 5.110

SECTION "C-C"
(12th fret)

Fret Slot
5
64 Min

0.023" Wide
(22 plcs)

0.800

0.900R11
4


