Typical Operation Condition KT88 – 2:
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VA Rl = 	708 V
VA max = 	652 V
VAq = 	400 V
VA min = 	33 V
VA* =         VA max – VA min = 652 – 33 =   619 V
IA Rl = 	238 mA
IA max = 	227 mA
IAq  = 	105 mA
IA min = 	21 mA
IA* =           IA max – IA min = 227 – 21 =      206 mA
Input = 	32 Vpp
Rl = 		3k


Watt: 
(VA* X  IA*) : 8 = ( 619 X 0.206 ) : 8 = 16 W

( VA* : 2.83 )  X  ( IA* : 2.83 )  
( 619 : 2.83 )   X   ( 0.206 : 2.83 )  = 218.72 X  0,073 = 16 W

[(VA* : 2.83)  X  (VA* : 2.83)] : Rl
[( 619 : 2.83 )   X   ( 619 : 2.83 )] : 3000 = 15.97 W

[(IA* : 2.83)  X  (IA* : 2.83)]  X  Rl
[( 0.206 : 2.83 )   X   ( 0.206 : 2.83 )] X 3000 = 15.97 W
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Parameters at operaing point
Ua = 398.7 V] o= 10398 [mA]  Ug=-1649[V]  Ri= 1469 [KQ] Ra= 3.0 [KQ]
S= 1025[mAN] 4 1506.03[VV]  Pa= 4146 W] L= 651 [mA]  Ps= 147 [W]

Harmonic distortion for Uinp = 16.09 [V]

hy = 6.853 [%] hs= 0876 [%] hs= 4.977 [%]
single Stage Grounded Cathode Amplifier Parameters

SE Output Stage Parameters

SE Output Transformer Parameters

htot = 13.010 [%]
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